ExCam Series T08-VA1.2.K1.BOR-X-XXX-X-XX & mounting/ installation equipment (outer dimensions)
(stainless steel 14301, 1.4305, 14401, 14404 or 14571/ optional electro-polishing or lacquering RAL7035)
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(application)
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customer documentation,
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(perm. deviation AISI316L) | (surface)

folerance class: f
according to ISO 2768-1
tolerance class: H
according to ISO 2768-2

quality: 2,0 pm

(scale) 1.2 (weight bto.) 3600g

2008 (5.22))

material: stainless steel (DIN EN 10020): 1.4404 (X2CrNiMo17-12-2), AISI 316L (VLA)
additional materials:  borosilicate glass (DIN7080), silicon resin with fast curing agent, silicone (VMQ), spring steel zinc plated WNr. 10330,
nickel-plated brass, PTFE with microglass beads (GYLON Style 3506 blue), polyester (acetone resistant),
titanium (Ti6AI4V), polyamide (PAG.6), polyoxymethylene (POM), isolators, PUR, other thermoplastics, mounting adapter
made of aluminum (AIMgSi?/ AL-6061) or galvanized sheet steel, chloroprene caoutchouc (CR4100/ Z-150) etc

date name
drawn by | 15.05.2015 | T.Gruber
checked
standards| ISO 286

(designation)

T08-VA1.2.K1.BOR-X-XXX-X-XX
& various equipment

ATEX, IECEx, EACEx Ex d enclosure

Q

CON

Prozessleittechnik GmbH

(drawing-no.) 1
150529-TAU-TG-T08_VA1.2K1.BOR_X_XXX_X_ XX (equipment).idw

state

revision

date

name




wall and ceiling bracket "WMB-VA1x" & “"WMB-U VA1x" for fixation the ExCam enclosure at the side mount hinge mount “SCH-VA1" for adaption fo sight glass fittings

205,00 8,40

_ A @6,60
q—I L ) 2 5
O O 8 30,00 s IR ©L S
— - = ] | ( 7] ~
o N -— | | |
™ | 20,20 73,10
= | 0. - -
|
O O = 2.00

30,00 5,00

29,20

weather profection roof “WPR-VA12" & “"WPR-M VA12" for fixation at the ExCam sight glass flange

thermo isolator "TI-VA1x" for decoupling of heat and
cold temperature-critical surfaces
(chloroprene caoutchouc CR4100/ Z-150)
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