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ExCam IPM1145-(L)
T08-VA2.1.K1.BOR-C-XXX-X-XX 
ATEX, IECEx, EACEx Ex d enclosure

160706-TAU-TG-T08 ExCam IPM1145-(L) shapes_rev.00.idw

state revision date name

drawn by

checked

standards

date name
15.07.2016

ISO 286

T.Gruber

(scale)

material:        stainless steel (DIN EN 10020): 1.4404 (X2CrNiMo17-12-2), AISI 316L (V4A)
additional materials:    borosilicate glass (DIN7080), silicon resin with fast curing agent, silicone (VMQ), spring steel zinc plated WNr.: 1.0330, 
                         nickel-plated brass, PTFE with microglass beads (GYLON Style 3504 blue), polyester (acetone resistant), polyamide 
                         (PA6.6), fine polyamide (PA2200), polyoxymethylene (POM), isolators, PUR, other thermoplastics, mounting adapter 
                         made of aluminum (EN AW 6082/ EN AW-AL Si1MgMn) or galvanized sheet steel, Chloropren-Kautschuk/ CR4100 Z-150, etc.

(designation)

1 : 1.5 (weight) 4700g

(drawing-no.)

(application)

user manual,
customer documentation, 
system design engineer

tolerance class: f
according to ISO 2768-1
tolerance class: H
according to ISO 2768-2

(perm. deviation AISI316L) (surface)
quality: 2,0 μm
 
(requirements for mean roughness 
value at the flameproof gaps: 
Ra ≤ 6,3 [μm] / DIN ISO 468 
according to 
DIN EN 60079-1: 2008 [5.2.2])

A2

210,20

237,00

264,50

cable glands without integrated pressure barrier:
2x "ADE 4F MsNi Type5-M20x1,5" and additional strain relief (Capri)

cable gland with integrated pressure barrier
1x "PXSS2K-M20x1,5/ PXSS2K/M-M20x1,5" (CMP)
1x Ex d blind plug "8292-12-SS-M20x1.5" (R.Stahl) 

cable gland without integrated pressure barrier:
1x "ADE 4F MsNi Type5-M20x1.5" (Capri) and additional strain relief (Capri)
1x Ex d blind plug "8292-12-SS-M20x1.5" (R.Stahl) 

model keys:
L, H, LH (cable length >= 3m !!!)

model keys:
N (cable length >= 3m !!!)

model keys:
N (cable length < 3m !!!)

model keys for 2x CMP cable gland:
LL, LLH (any cabel length)/ L, H, LH (cable length < 3m !!!)  

available cable entries


