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Status Änderungen Datum Name

Gezeichnet

Kontrolliert

Norm

Datum Name
03.01.2022 T.Gruber

MATERIALS:   
STAINLESS STEEL   1.4404 (X2CrNiMo17-12-2),   AISI 316L
GERMANIUM          (Ge) OPTICS FOR IR TRANSMISSION   (8-14μm)
PTFE                 FLAT SEALING   GYLON® STYLE 3504

SCALE:   1 : 1 WEIGHT:   0,930 kg

Doc.-ID.:
220103-TAU-TG-ExCam XI80_Technische Zeichnung
_Abmessungen_rev.00.dwg

ExCam XI80
T08-VA0.4.K1.GER-N.N-XXX.N-X-0XX

TECHNICAL DRAWING
AND 
INSTALLATION DIMENSIONS
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BATCH NUMBER EX D HOLDER FOR M8 SCREW MOUNTING2x M3 THREADED HOLE FOR
WEATHER PROTECTION SHIELD

BATCH NUMBER EX D

6x DIN912 M4 SCREWS
FOR SECURE CLOSING THE
ENCLOSURE FLANGE

1x DIN84 M4 SCREW FOR 
EX D PROTECTIVE EARTHING/ 
POTENTIAL EQUALIZATION

FRONT SIDE SIDE VIEW

BACK SIDE ( 2 : 1 )

BOTTOM SIDE


