ExCam Series T08-VA1.2.K1.BOR-X-XXX-X-XX (Ex d enclosure dimensions)

(EX zone 1, 2, 21, 22 & mining)
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cable gland without infegrated pressure barrier

e.g. "ADE 4F MsNi Type5-M20x1,5"

157,80

cable gland with intfegrated pressure barrier
e.g. "PXSS2K-M20x1,5/ PXSS2K/M-M20x1,5"

(application) (perm. deviation AISI316L) | (surface) (scale) (weight)
’ quality: 2,0 ym 1:15 M 2400g
user manual, tolerance class: f
customer documentation, according to 1SO 2768-1 material: stainless steel (DIN EN 10020): 1.4404 (X2CrNiMo17-12-2), AISI 316L (V4A)
. . tol lass: H additional materials:  borosilicate glass (DIN7080), silicon resin with fast curing agent, silicone (VMQ), spring steel zinc plated WNr. 10330,
system design engineer oterance class: : nickel-plated brass, PTFE with microglass beads (GYLON Style 3504 blue), polyester (acetone resistant),
according to IS0 2768-2 2008 (522) titanium (TI6AI4V), polyamide (PA6.6), polyoxymethylene (POM), isolators, PR, other thermoplastics, mounting adapter
made of aluninum (AIMgSi7/ AL-6061) or galvanized sheet steel etc
date name (designation)
drawn by | 15.05.2015 | T.Gruber
— T08-VA1.2.K1.BOR-X-XXX-X-XX
checkef
ATEX, IECEx, EACEx Ex d enclosure
standards| ISO 286 ' '
Q (drawing-no.) 1
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