








Attachment to Certificate 
IECEx TUR 18.0023X 

Revision 0 

Attachment to Certiticate IECEx TUR 18.0023X 

Device: ExCam Series 
Type: T08... (details reter to technical data section) 

Manufacturer: SAMCON Prozessleitlechnik GmbH 

Address: Schillerstraße 17 
35102 Lohra- Altenvers, Germany 

General product Information: 

The ExCam Series is a pressure-resistant (Ex-d) electrical device ... (See main certificate) 

The marking of the equipment shall include the following: 

Ex db IIC T6 Gb* 
Ex tb IIiC T80°C Db* 
Ex db I Mb* 

* Optional and additional type of protection markings tor all types: 

The mining certification can be cancelled if required. ** 
The explosion group can be downgraded if required. ** 
The ambient temperature range can be downgraded if required. ** 
The temperature class/value (gas/dust) can be downgraded if required. ** 

ix GxlDx = for models with [ix GxlDx] intrinsically safe circuits. ** 
op is GxlDx = for models with [op is GxlDx] FOC connectors or illuminators. ** 
op pr GxlDx = for models with [op pr GxlDx] FOC Connectors. ** 
mb = tor models with HF Barrier. ** 

Technical data 

S I V It UPPIY 0 age: 
Model: Supply Voltage: 
T08-VA. .. : 60V DC / 240V (50/60 Hz) AC 
T08-TNXCD ... : 60V DC / 240V (50/60 Hz) AC 

Maximum Input Power: 

.. .tor T6 Temperature Class (Tsur < 85°C) 
Tambmax 

Model: 40·C SO·C 60·C 70·C 
T08-VA1.1 ... 17,4W 13,OW 87W 4,3W 
T08-VA1.2 ... 18,2W 13,6W 9,1 W 4,5W 
T08-VA2.0 ... 18,2W 13,6W 9,1 W 4,5W 
T08-VA2.1... 22,2W 16,7W 11,1 W 5,6W 
T08-VA2.2 ... 25,OW 18,8W 12,5W 6,3W 
T08-VA2.3 ... 28,6W 21,4 W 14,3W 71 W 
T08-VA4.3 ... 57,1 W 42,9W 28,6W 14,3W 
TNXCD 57,1 W 42,9W 28,6W n.a. 
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.. .tor T5 Temperature Class (Tsur < 100·C) 
Tambmax 

Model: 40·C 50·C 60·C 70·C 80·C 
T08-VA1.1 239W 19,6W 15,2W 10,9W 6,5W 
T08-VA1.2 ... 25,OW 20,6W 15,9W 11,4 W 6,8W 
T08-VA2.0 ... 25,OW 20,6W 15,9W 11,4 W 6,8W 
T08-VA2.1... 30,6W 25,OW 19,4W 13,9W 8,3W 
T08-VA2.2 ... 34,4W 28,1 W 21,9W 15,6W 9,4W 
T08-VA2.3 ... 39,3W 32,1 W 25,OW 17,9W 10,7W 
T08-VA4.3 ... 786W 64,3W 50,OW 35,7W 21,4 W 
TNXCD n.a. n.a. n.a . n.a. n.a. 

.. .tor T4 Temperature Class (Tsur < 135·C) 
Tambmax 

Model: 50·C 70·C 90·C 100·C 110·C 
T08-VA1.1 34,8W 26,1 W 17,4W 13,OW 8,7W 
T08-VA1.2 ... 36,4W 27,3W 18,2W 13,6W 9,1 W 
T08-VA2.0 ... 36,4W 27,3W 18,2W 13,6W 9,1 W 
T08-VA2.1... 44,4W 33,3W 22,2W 16,7W 11,1 W 
T08-VA2.2 ... 50,OW 37,5W 25,OW 16,7W 12,5W 
T08-VA2.3 ... 57,1 W 42,9W 286W 214W 14,3W 
T08-VA4.3 ... 114,3 W 85,7W 57,1 W 42,9W 28,6W 
TNXCD n.a. n.a. n.a. n.a. n.a . 

... for T3 T emperature Class (T sur < 200·C- 40K) 
T,mbmax 

Model: SO·C 70·C 90·C 110·C 130·C 
T08-VA1.1 478W 39,1 W 30,4W 21,7W 13,OW 
T08-VA1.2 50,OW 40,9W 31,8W 22,7W 13,6W 
T08-VA2.0 500W 409W 31,8W 22,7W 13,6W 
T08-VA2.1 61,1 W 50,OW 38,9W 27,8W 16,7W 
T08-VA2.2 68,8W 56,3W 43,8W 31,3W 18,8W 
T08-VA2.3 78,6W 64,3W 50,OW 35,7W 21,4W 
T08-VA4.3 157,1 W 128,6W 100,OW 71,4 W 42,9W 
TNXCD n.a. n.a. n.a. n.a. n.a. 

Protection degrees: 

85·C 
4,3W 
4,5W 
4,5W 
5,6W 
6,3W 
7,1 W 
14,3W 
n.a. 

120·C 
4,3W 
4,5W 
4,5W 
5,6W 
6,3W 
7,1 W 
14,3W 
n.a. 

140·C 
8,7W 
9,1 W 
9,1 W 
11,1 W 
12,5W 
14,3W 
28,6W 
n.a. 

Model: Protection degree (EN 60529:2014): 
T08-VA ... : IP6S 3m /24h 

(immersion depth and duration) 
T08-TNXCD ... : IP66, IP67 or IP6S 

Maximum ambient temperature range: 

Model: Maximum ambient temperature range 
T08-VA ... : -60·C :S Tamb :S +xxx·C ** 
T08-TNXCD ... : -50·C :S T amb :S +xxx·C ** 

150· 
4,3W 
4,5W 
4,5W 
5,6W 
6,3W 
71W 
14,3W 
n.a. 

** See power tables above, type plate, model key and installation-luser manual! 
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Attachment to Certificate IECEx TUR 18.0023X Issue 1 
 
 
Device: ExCam Series 
Type:  T08… (details refer to technical data section) 

Manufacturer:  SAMCON Prozessleittechnik GmbH 

Address:  Schillerstraße 17 
35102 Lohra- Altenvers, Germany  

 

 

General product information: 

Adding the Models  T08-VA0.1.K1.BOR, T08-VA0.1.K1.GER 
 T08-VA0.4.K1.BOR 
 T08-VA2.x.x.BOR5 (Mining Update) 
 T08-VA4.1K.PS1, T08-VA4.3.K1.PS1 
 
Technical Data: 

Supply Voltage: 
 

Model: Max Supply Voltage: 

T08-VA0...: 60V DC / 240V (50/60 Hz) AC 
T08-VA4...: 60V DC / 240V (50/60 Hz) AC 

 
 
Maximum Input Power: 
 
…for T6 Temperature Class (Tsur < 85°C) 

 Tamb max 

Model: 40°C 50°C 60°C 70°C   

T08-VA0.1… 10,5 W 7,9 W 5,3 W 2,6 W   
T08-VA0.4… 13,8 W 10,3 W 6,9 W 3,4 W   
T08-VA4.1K.PS1… 55,9 W 42,9 W 28,6 W 14,3 W   
T08-VA4.1K.BOR… 57,1 W 42,9 W 28,6 W 14,3 W   
T08-VA4.3.K1.PS1… 79,2 W 60,0 W 40,0 W 20,0 W   

 
…for T5 Temperature Class (Tsur < 100°C) 

 Tamb max 

Model: 40°C 50°C 60°C 70°C 80°C 85°C 

T08-VA0.1… 13,4 W 11,8 W 9,2 W 6,6 W 3,9 W 2,6 W 
T08-VA0.4… 14,2 W 12,7 W 11,2 W 8,6 W 5,2 W 3,4 W 
T08-VA4.1K.Px1… 55,9 W 50,0 W 44,1 W 35,7 W 21,4 W 14,3 W 
T08-VA4.1K.BOR… 60,0 W 55,0 W 50,0 W 35,7 W 21,4 W 14,3 W 
T08-VA4.3.K1.PS1… 79,2 W 70,8 W 62,5 W 50,0 W 30,0 W 20,0 W 

 
…for T4 Temperature Class (Tsur < 135°C) 

 Tamb max 

Model: 50°C 70°C 90°C 100°C 110°C 120°C 

T08-VA0.1… 12,0 W 9,2 W 6,3 W 4,9 W 3,5 W 2,1 W 
T08-VA0.4… 12,7 W 9,7 W 6,7 W 5,2 W 3,7 W 2,2 W 
T08-VA4.1K.PS1… 47,1 W 38,2 W 26,5 W 20,6 W 14,7 W 8,8 W 
T08-VA4.1K.BOR… 55,0 W 45,0 W 35,0 W 30,0 W 25,0 W 14,3 W 
T08-VA4.3.K1.PS1… 70,8 W 54,2 W 37,5 W 29,2 W 20,8 W 12,5 W 
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Protection degrees: 
 

Model: Protection degree (EN 60529:2014): 

T08-VA...: IP68 3m / 24h 
(immersion depth and duration) 

 
Maximum ambient temperature range: 
 

Model: Maximum ambient temperature range 

T08-VA0.1.K1.GER...: -30°C ≤ Tamb ≤ +xxx°C ** 
T08-VA0.x.K1.BOR...: -60°C ≤ Tamb ≤ +xxx°C ** 
T08-VA2.x.x.BOR5... (Mining 4J): -30°C ≤ Tamb ≤ +xxx°C ** 
T08-VA4.x.BOR… -60°C ≤ Tamb ≤ +xxx°C ** 
T08-VA4.x.PS1… -50°C ≤ Tamb ≤ +xxx°C ** 

 
 
** See power tables above, type plate, model key and installation-/user manual! 




